HEAT –N-STORE

INDIRECT FIRED VOLUME WATER HEATER

SUGGESTED SPECIFICATION

PART 1 – GENERAL

1.1
Furnish and install ((((( (qty) Sellers Engineering Co Model (((-(((-((((((  Heat-N-Store Large Volume Storage Type Water Heater.

SECTION 2 – PRODUCTS

2.1 Storage Tank

A. The storage tank shall be constructed in accordance with Section VIII of the ASME Code for a maximum working pressure of ((((( PSIG, shall carry the ASME “U” stamp and shall be registered with the “National Board of Boiler and Pressure Vessel Inspectors”. 

B. Storage section shall be (((((” long (high) x (((((” diameter or have a usable storage capacity of ((((( gal. whichever is larger.

C.
The storage tank shall include the following accessories and trim

1. Baked-on epoxy phenolic lining.

2. Two (2)-magnesium anodes 1-3/8” diameter x 108” long (or tank length, whichever is less.)

3. 2” fiberglass insulation with metal jacket. (Horizontal storage tanks shall be equipped with a hardtop walkway.)

4. Temperature and pressure relief valve.

5. Dial type thermometer.

6. Structural steel skid type base.

2.2 Recovery Section

A.
Recovery section shall be sized to heat ((((( GPH from ((((( (F. to ((((( (F when supplied with ((((( (F boiler water to the flow control valve.  Flow valve shall be ____ pass design.  Boiler water shall have a return temperature of ____ (F.

B
Recovery section, consisting of a heating coil and associated controls shall include the following items and accessories:

1. Air operated steam flow control valve (self-operated optional.)

2. Flow control valve and temperature sensor.

3. Heat exchanger with ¾” OD copper tubes, bronze baffles and 304L stainless steel shell.

4. Forced circulation pump with isolation valves.

2.3
Assembly

A.
All domestic water piping to be copper. 

B.
Water temperature control assembly shall be capable of maintaining outlet water temperature within 5 (F of set point.


C.
The heater shall be completely assembled and pressure tested at the factory. 

2.4
Warranty

A.
The manufacturer’s warranty shall cover either a replacement shell or 100% of the repair costs for 3 years and 40% of the shell or repair cost for the balance of ten years.

B.
All other parts furnished with heater shall be warranted for eighteen (18) months from date of unit shipment.
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